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L Length

W Width
Height
Diameter

Chandeliers with + sign: the top of the chandelier is also covered with crystal chains

COLLECTION:

Type:
Structure:
Trimmings:

Pinnings:
Suspension:
Bulb:

Cable:
Ceiling Rose:

Crystalight

suspended chandelier

polished stainless steel

full-cut crystal octagons and pendants in various
sizes and forms

nickel plated rings

galvanized bowden - @ 1.5 mm

max 60 W - G9 halogen

transparent PVC+PVC - 250 cm

polished chrome-plated steel

Only basic insulation, accesible conductors are earthed. Earthing: compulsory.
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roduct conforms to European Community Directive Artikoi  120/75 120 75 | 18 | 19 | I135] 90 | 27 | 38
S oniome e COsT Artikoi  140/88 140 | 88 | 18 | 23 | I55| 103 | 27 | 42
B Artikoi  160/100 160 [ 100 | 15 | 27 | 175 | 115 | 27 | 50
B Artikoi  180/113 180 | 113 ] I5 | 34 | 195|127 | 27 | 65
R Artikoi  200/125 200 | 125 | 17 | 39 | 215|140 | 27 | 74
68 Halogen Artikoi  220/138 220 | 138 | 17 | 45 | 235 | 153 | 27 | 83
= G4 Halogen

LED
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Lights are fixable to fiery surface directly
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Product conforms to European Community Directive Artikol + 120/75 120 75 | 22 23 | 135| 90 @ 27 @ 42
Jroductconforme 1o GO R Artikoi + 140/88 140 | 88 | 22 | 28 | I55 | 103 | 27 | 47
B Artikoi + 160/100 160 100 | 22 | 43 175 115 27 | 52
:bbll;:l Artikol + 180/1 12 180 | 1121 22 39 195|127 27 | 60
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Lights are fixable to fiery surface directly
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